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Technical Characteristics

Total Thickness

Wear Layer

Squareness

Banana Effect

Dimensions

Peel Resistance

Sound Reduc�on

VOC emission

Dimensional Stability

Curling a�er 6 hours at 80°

Wet curling a�er 48h on moisture

Shrinkage a�er 6h at 80°C

Residual Indenta�on

Locking Strength-long side

Locking Strength-short side

Micro-scratch resistance

Color Fastness

Resistance to staining

Fire Reac�on

Slip Resistance

Flexibilty

Chemical Resistance

Castor Chair Resistance

lmpact Resistance

Effect of a furture leg

Formealdehyde

Phthalate Content

SVHC(Substance of very high concern)

Heavy Metal

Indoor Air Quality

ISO 24346

ISO 24340

ISO 24342

ISO 24342

ISO 23999

ISO 24345

ISO 717-2

ISO 16000

ISO 23999

ISO 23999

EN 662

ISO 23999

ISO 24343

ISO 24334

ISO 24334

EN 16094

ISO 105-B02

EN 438-2

EN 13501-1

DIN 51130

EN 435

EN 423

EN 425

EN 13329

EN 424

EN 717-1

EN 14372

REACH

EN 71-3

FloorScore

6mm

0.5mm

0.01mm

0.01mm

182x1220x6mm(plank)
(4.5mm plank +1.5mm IXPE)

1.5N/mm

2dB

None Detected

Length average -0.05%
Width average -0.05%

0mm

0mm

0mm

0.05mm

6.10kN/m

5.65kN/m

MSR-A1

6 grade

5 grade

Bf1-S1

R9

Pass

Pass

Pass

1800mm

No visible damage

Not Detected

Not Detected

Not Detected

Not Detected

Cer�fied

Test Standard Result

VINYL FLOORING PLANK / HERRINGBONE  SPC 6mm

VINYL FLOORING DRYBACK  LVT 3mm

Result

3mm

0.5mm

0.01mm

0.01mm

183×1220×3mm
230×1524×3mm

1.5N/mm

2dB

None Detected

Length average -0.05%
Width average -0.05%

Test Standard

ISO 24346

ISO 24340

ISO 24342

ISO 24342

ISO 23999

ISO 24345

ISO 717-2

ISO 16000

ISO 23999

Technical Characteristics

Total Thickness

Wear Layer

Squareness

Banana Effect

Dimensions(planks)

Peel Resistance

Sound Reduc�on

VOC emission

Dimensional Stability

Curling a�er 6 hours at 80℃

Wet curling a�er 48h on moisture

Shrinkage a�er 6h at 80℃

Residual Indenta�on

Micro-scratch resistance

Color Fastness

Resistance to staining

Fire Reac�on

Slip Resistance

Flexibilty

Chemical Resistance

Castor Chair Resistance

Effect of a furture leg

Formealdehyde

Phthalate Content

Heavy Metal

Indoor Air Quality

ISO 23999

EN 662

ISO 23999

ISO 24343

EN 16094

ISO 105-B02

EN 438-2

EN 13501-1

DIN 51130

EN 435

EN 423

EN 425

EN 424

EN 717-1

EN 14372

EN 71-3

FloorScore

0mm

0mm

0mm

0.05mm

MSR-A1

6 grade

5 grade

Bf1-S1

R9

Pass

Pass

Pass

No visible damage

Not Detected

Not Detected

Not Detected

Cer�fied

UK
CA

Glue
Down

UK
CA

IXPE
Underlayment

SPC Technical Data SheetLVT Technical Data Sheet
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T148-P T148-H

T151-P

T903-P

T902-P

T902-H

T187-P

T187-H

T952-P T952-H

T953-P T953-H

T653-P T653-H

T880-P

T880-H

T190-P T223-D Sevilla Oak

T385-D Oak Beige

T393-D Limewash Oak

T221-D Vesuvio Oak

T272-D Valencia Oak

T351-D Oak Rustic

T224-D Grey Oak

T215-D Spanish Oak T357-D Walnut

T384-D Salamanca

T952-H
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